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Summary 

In this study, the aim was to gain fundamental insights into the mass transfer of hydrogen in bioreactors in order to 

promote the biosynthesis of single-cell protein. This is based on the findings from previous project phases (1 and 2) 

which involved feasibility and experimental studies conducted to progress the highly promising power to protein 

concept, as investigated by the companies Avecom (Impetus), KWR and Allied Waters. Specifically, the analysis 

presented in this study targeted the pilot-scale bubble column reactor operated by Avecom to further understand 

and test the power to protein concept. The activities conducted in order to achieve the above aim are as follows: 

 

• Literature Review: A literature study was conducted to understand what types of reactors are found in 

literature related to hydrogen mass transfer coefficient and to assess which reactor configuration offers high 

mass transfer efficiency. Furthermore, based on the optimal reactor configuration, further information on the 

key operating parameters that are related to the mass transfer of hydrogen gas were identified. Focus was 

also given in understanding the effect of pressure, gas hold-up and mass transfer coefficient in bubble column 

reactors as defined by the partners in the previous phase of the project. 

• Knowledge Exchange with Experts:  A meeting and knowledge exchange session was organised with key 

experts in the relevant field in order to present the research activities that were conducted in this study. 

Recommendations from the expert session were taken into consideration and the key takeaway messages are 

provided in this report. They confirmed that the bubble column reactor provides the best and right 

configuration for the power to protein concept and advised to obtain additional monitoring data to optimise 

the modelling of the reactor performance. 

• Modelling Study:  In this activity, a CFD model was developed and calibrated using the available data to 

adequately represent the pilot-scale bubble column reactor that is currently being operated by Avecom to 

further understand and test the power-to-protein concept. Based on the findings from the literature review, 

a CFD model was developed incorporating the key design and operating parameters of the power-to-protein 

bioreactor. Various simulations and sensitivity analyses were conducted in order to determine the effects of 

these different key operating conditions on the mass transfer of hydrogen and gas hold-up to maximise the 

yield of bacteria in the bioreactor. Based on the results from the model simulations, recommendations for the 

optimal design of a scale-up bioreactor have been provided. Additionally, the limitations of the current model 

due to unavailability of necessary data have also been reported as well as recommendations to obtain the 

necessary data required to further calibrate the model thereby increase the prediction accuracy. 

 

From the literature review conducted, it was established that bubble column and slurry bubble column reactors are 

suitable reactor types or configurations to achieve high performance in gas-to-liquid mass transfer and better gas 

hold-up.  Such a conclusion was confirmed by experts whom were consulted in a knowledge exchange meeting. 

Additionally, key design and operating parameters were also identified from literature and expert consultation to 

develop a CFD model that simulated the performance of the bubble column reactor under varying design and 

operating conditions. From the modelling study, it was concluded that the most important parameters to be 

considered with respect to improving performance were bubble size, pressure and aspect ratio. These key findings 

from the study supported the methodology followed by Avecom, providing additional confidence to Avecom and the 

project partners on the pilot scale bubble column reactor currently in operation. Recommendations were also 

provided in what parameter values can be considered for the design and operations of a larger scale reactor, as 

envisioned to be pursued by Avecom and its project partners. Additionally, key recommendations regarding the 

monitoring of the operating parameters through the deployment of sensors were provided. With the availability of 

additional data, further calibration and validation of the current CFD model can be conducted to increase its 

prediction accuracy.  
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1 Introduction 

1.1 Background 

With the global population expected to cross 10 billion people by 2060 (UN, 2019), sustainable provision of food, 

energy and water continues to pose a challenge worldwide. As an effort to develop innovative and cross-cutting 

solutions to tackle such challenges, the recovery of resources from waste and used water streams has been a 

promising and prominent path forward. Furthermore, resource recovery is an essential contribution in achieving the 

goals set by the European Union to transition to a circular economy while being resource efficient, having a lower 

carbon footprint and at the same time maintaining a competitive economy. In this regard, the food industry is a 

sector that can greatly benefit from technological innovation to ensure a sustainable supply owing to the exponential 

increase in demand. The production of microbial protein from raw materials available in wastewater streams is one 

such technique that has the potential to provide solutions to the future global food challenges. Furthermore, the 

production of proteins from fast-growing microorganisms provides an alternative source to conventional protein 

sources from meat and fish that is deemed unsustainable and negatively contributing to climate change. Additionally, 

by providing the necessary energy from renewable energy sources, the three pillars of the water-food-energy nexus 

is further strengthened in one overarching innovative concept, which was thus named – Power-to-Protein  (KWR 

2018.078, 2018) 

1.2 Power-to-Protein Concept 

The Power-to-Protein concept was launched by Professor Willy Verstraete, University of Ghent (Belgium). 

Subsequently, the company Avecom, who is affiliated with University of Ghent and is led by Professor Willy 

Verstraete, developed the biosynthesis of single cell high-value protein (SCP through the utilisation of lithographic 

hydrogen-oxidising bacteria in a lab-scale reactor system (ref). Furthermore, Avecom is also researching the 

production of SCP by providing a part of the necessary raw materials from the organic compounds prevalent in 

wastewater. This concept is depicted below in Figure 1. For the production of the SCP, raw materials such as hydrogen 

acting as the biomass energy supply, ammonium (NH4
+), carbon dioxide (CO2) and oxygen are necessary. NH4

+ is 

abundantly available in the reject water generated during the processing of sludge to produce biogas through 

anaerobic digestion within the wastewater treatment cycle.   

 
Figure 1: Power-to-Protein concept coupled to the wastewater cycle 
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Furthermore, during the upgrading of the biogas to bio-methane, CO2 is released which can also be captured and 

used for SCP production. Finally, hydrogen (and oxygen) as needed by the hydrogen oxidising bacteria as an energy 

source, can be supplied via its production from the electrolysis of water. The energy supply needed from the 

electrolysis process can be further generated from renewable energy sources or by using surplus electricity during 

off-peak hours. Therefore, through such an innovative and cross-sectoral approach, a product of high demand of this 

protein can be produced or created from residual materials that are conventionally considered as waste products.  

 

In 2014/15, during a Phase 1 study, an inventory was conducted within the TKI Water Technology (WT) framework 

to assess the viability of linking the Power-to-Protein concept with the wastewater chain. The idea was tested using 

the greater Amsterdam urban area as a case study (KWR 2015.049, 2015). The study revealed a great potential where 

6,300 tons of protein can be produced annually while utilising the NH4
+ available in the reject water separated from 

the digested sludge in the Amsterdam West WWTP. Such a quantity of produced protein can provide 36% of 

Amsterdam’s population protein demand. A list of recommendations were also provided for further research which 

were partly pursued in a follow-up TKI WT Phase 2 study (KWR 2018.078, 2018). The scope of the study conducted 

in Phase 2 entailed the design of a pilot reactor with a target production capacity of 1 kg of protein per day while 

ensuring the safe and effective input of the raw materials into a suitable reactor configuration. Furthermore, the 

study included the investigation of the optimal reprocessing methods for the key raw materials such as ammonium 

and hydrogen given their greatest influence on the economic feasibility of the concept. Finally, the link between the 

ammonium from the wastewater chain and other raw materials such as hydrogen was meant to be made within the 

pilot study. From the Phase 2 study, the main conclusions were as follows: 

 

• The targeted volumetric production capacity of the SCP was not achieved in the investigated pilot reactor. 

This was attributed to the insufficient mass transfer of hydrogen from the gaseous phase in the bubbles into 

the liquid phase which in turn lead to the reduced availability of hydrogen for the  hydrogen oxidising 

bacteria. As a result, the pilot study in Phase 2 did not provide further insights needed to revise the economic 

evaluation that was conducted in Phase 1.  

• The quality of the SCP was concluded to be inferior and was also attributed to the insufficient mass transfer 

of the gases, particularly hydrogen from the gaseous phase into the liquid.  

 

Based on the results from the detailed study conducted in Phase 2, the following recommendations were listed 

thereby providing directions for future research: 

 

• A literature review should be conducted to gain more fundamental understanding of the mass transfer of 

hydrogen and other gases in the bioreactor to promote the biosynthesis of the SCP.  

• A modelling approach should be pursued to simulate different operating conditions that would improve the 

mass transfer of hydrogen and other gases. 

• Through conducting a literature review and modelling study, options for a scalable and optimal reactor 

design while upholding adequate safety measures could be identified. With such an optimised reactor 

system, new pilot tests can be conducted to determine the economic evaluation for SCP production.  

• In a well-functioning reactor system, further research should be conducted to understand the presence of 

thermoresistant bacteria in the microbiome when using recovered ammonium from the digestate (This was 

not in the scope of the current study).  

• Further research should be conducted into the presence of hydrophobic persistent organic micro-pollutants 

(OMPs) in the ammonium sulphate in the digestate (This was not in the scope of the current study).  

• Investigations should be carried out to identify the optimal procedure to reprocess the biomass into a dried 

protein product, while considering the protein quality (This was not in the scope of the current study).   

• The economic feasibility of producing SCP using industrial ammonium should also be carried out (This was 

not in the scope of the current study).   
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1.3 Research Questions  

Following partly the recommendations provided in the Phase 2 study, the following research questions were selected, 

investigated and reported in this report. These were selected because the most urgent factor that hampers the 

development of this power-to-protein concept is the insufficient mass transfer of hydrogen and is therefore a high 

priority. 

 

• What is the most suitable reactor configuration to operate while considering various operating conditions 

and reactor geometry? 

• Which operating parameters are crucial and heavily influence the mass transfer of hydrogen within a 

bioreactor? 

• What are the important aspects to consider in scaling up the optimal reactor configuration? 

• Can the most optimal reactor configuration be modelled using a Computational Fluid Dynamics (CFD) or 

mathematical model to determine: 

o The optimal reactor aspect ratio? 

o Optimal pressure? 

o Optimal gas holdup, gas recirculation and KLa? 

o Impact of bubble size? 

1.4 Aim of the investigation 

The overarching aim of this current study is to gain fundamental insights into the mass transfer of hydrogen in 

bioreactors to promote the biosynthesis of single-cell protein. The investigation should provide further insights for 

the design of a bioreactor where the input of cultural fluid, hydrogen and other gases is optimised and additionally 

gives sufficient confidence to further scale up the power-to-protein concept in a follow-up phase.   

1.5 Activities 

To answer the formulated research questions as listed in Section 1.3, the following research activities were 

conducted: 

 

• Literature Review: Conduct a review to understand what types of reactors are found in the literature using 

hydrogen transfer  and which specific type of reactor configuration is considered optimal. How is this reactor 

operated and what are the main points of attention? What can we learn from literature about gas hold-up, 

mass transfer coefficients in bubble columns? What specific information is available on mass transfer of 

hydrogen in bioreactors?  

 

• Knowledge Exchange with Experts:  Organise a meeting and knowledge exchange session with key experts 

in the relevant field in order to present the research activities conducted in this study and seek their advice 

and recommendations on the optimal reactor type, key operating parameters and reactor performance 

modelling.  

 

• Modelling Study:   Develop a mathematical or CFD model aiming at an optimal operation of the selected 

bioreactor regarding to H2 transfer? Specific design and operating parameters of interest such as pressure, 

bubble size, reactor height, gas velocity, recirculation rates and bacterial growth will be included in the 

development of the model. The model will be calibrated using the available data from the power-to-protein 

pilot plant operated by Avecom to further understand the effects of these key operating parameters on the 

mass transfer of hydrogen. 

 



 

KWR 2021.115 | February 2022  Power to Protein - Fundamentals Hydrogen Transfer 9 

2 Literature Review  

2.1 Findings of Literature Review 

A targeted literature review was conducted to understand what types of reactors are found in literature related to 

hydrogen mass transfer coefficient and the key design and operating parameters for optimal mass transfer efficiency.  

In this section, a discussion is presented on the findings of this literature review conducted to answer the research 

questions described in the above section. 

2.1.1 Reactor Types in Literature 

 

In different types of industries such as the biochemical, bioprocesses,  chemical and petrochemical industries, varying 

bioreactor configurations are used for conducting different reactions and production of key resources. For example, 

aerated stirred tanks, particularly stirred dual impeller gas-liquid reactor, have been utilised and investigated to 

better understand its efficacy in the transfer of gases into the liquid phase to further stimulate the reaction or 

biosynthesis processes (Bouaifi et al., 2001). For the Fischer-Tropsch (FT) synthesis multiple reactor configurations 

are also used. FT process is a well-known process where indirect coal liquification or a conversion of a mixture carbon 

monoxide and hydrogen or water gas into liquid is conducted (Kantarci et al., 2005). Many reactors such as the multi-

tubular fixed-bed reactors, circulating fluidised bed reactor and slurry reactors, primarily bubble columns, are 

commonly used for the FT process (Wang et al., 2007). With respect to methanol and dimethyl ether (DME) synthesis, 

slurry bubble column, slurry airlift reactors, fixed bed and fluidised bed reactors have been studied (Wang et al., 

2007). Specific to gas-to-liquid processes, slurry reactors have been considered ideal and are most studied. When 

solids are present, thereby resulting in a liquid-solid suspension, such reactors are termed as slurry reactors (Kantarci 

et al., 2005; Wang et al., 2007). There are different types or configurations of slurry reactors including bubble 

columns, internal-loop airlift reactor, external-loop airlift reactor and spherical reactor (Wang et al., 2007). 

Specifically, bubble columns are cylindrical reactors in which one or many gases are bubbled through a liquid (Kantarci 

et al., 2005). The liquid can be fed into the reactor in either batch or continuous flow and the gas is injected through 

a gas distributor at the bottom of the vessel. While the airlift reactors and the spherical reactors have exhibited 

special advantages, bubble column reactors are easier to construct (Kantarci et al., 2005; Wang et al., 2007). Further 

advantages of bubble column reactors include low operational and maintenance costs due to no moving parts, 

excellent heat and mass transfer characteristics, ability to handle solids, and low pressure drops (Kantarci et al., 2005; 

Kumar et al., 2012; Wang et al., 2007).  

 

Given the multiple advantages of bubble column reactors when compared to other reactors used for gas-to-liquid 

processes, such reactors are widely used in a range of practical process applications such as the Fischer-Tropsch (FT) 

synthesis, liquid phase methanol synthesis, biochemical processing, photo-bioreaction, wet-air oxidation, 

hydrogenation, oxidation and effluent treatment (Kantarci et al., 2005; Wang et al., 2007). As a result, bubble column 

reactors have proven to be a widely used reactor configuration in two- or three-phase systems, where the promotion 

of the mass transfer of the gas into the liquid or solid-liquid phase is achieved while maintaining an optimal gas hold-

up. Furthermore, the use of other slurry reactor types specific to the mass-transfer of hydrogen is uncommon and in 

this respect, bubble column reactors have been investigated more. A diagram is presented that represents a 

clustering analysis that was conducted using text data (Figure 2). The analysis was conducted using the software 

VOSviewer (Version 1.6.17; van Eck & Waltman, 2021). Through this analysis, keywords mentioned within the titles 

and abstracts of a specialised literature search are inserted (Figure 2). The specialised literature search involved a 

SCOPUS search that included the following keywords: (KEY(bioreactor OR reactor) AND KEY(type OR configuration) 

AND KEY(hydrogen) AND KEY (mass-transfer)). 
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Figure 2: Density Visualisation of key clusters identified using a textual data as input from the Scopus search: (KEY(bioreactor OR reactor) AND 
KEY(type OR configuration) AND KEY(hydrogen) AND KEY (mass-transfer)). Keywords ‘bubble’ and ‘bubble column ’are highlighted in red 

 

The literature search targeted the type or configurations of (bio)reactors that are used in investigations related to 

the mass transfer of hydrogen. The analysis provides a visualisation where the prominent words mentioned most 

represent the centre of a cluster with the yellow colours surrounding the word representing the density of the cluster. 

In essence, the proximity of two words signify the co-mentioning of the words within the investigative studies. 

Therefore, the closer the words or the concepts are to one another, the higher the likelihood that those concepts 

have been investigated within the same study. While considering the transfer cluster density, it can be seen that 

bubble and bubble column, as highlighted in red, are close or in the proximity, respectively. Furthermore, keywords 

indicative to the use of hydrogen such as hydrogenation and hydrogen pressure are also within the same cluster 

density. Another concept of interest, gas liquid mass transfer, can also be seen to be found next to bubble column. 

In contrast, other potential reactor types of configurations such as a membrane-based bioreactor appear to be 

prominent in another spatial location within the cluster space. This indicates that with respect to the transfer of mass 

of hydrogen, from the gaseous phase into the liquid phase, bubble column reactors appear to be more widely 

investigated and implemented in the investigated literature.  

 

Based on the above findings, it was concluded that bubble column or slurry bubble column reactors can be 

considered suitable reactor types or configurations with respect to achieving the high performance of gas-to-liquid 

mass transfer. Furthermore, specific to the mass transfer of hydrogen, bubble column reactors are more suitable. As 
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a result, the subsequent sections of the literature review provide the results of the findings specific to bubble column 

reactors.  

2.1.2 Key Design and Operating Parameters for Bubble Column Reactors 

 

As previously mentioned, bubble column reactors can be considered more advantageous compared to other reactors 

(such as the multi-tubular fixed-bed reactors and circulating fluidised bed reactors) both in design and operation. The 

main advantages of bubble column reactors are the efficient heat and mass transfer features, lower operating and 

maintenance costs due to very few moving parts and the ability of the reactors to easily handle solids. As a result, 

bubble columns are mostly used as multiphase reactors in chemical, petrochemical, biochemical and metallurgical 

industries (Degaleesan et al., 2001). In Figure 3 provided below, a bibliometric network was constructed and 

visualised using text data as input in the VOSviewer software (Version 1.6.17; van Eck & Waltman, 2021).. The 

specialised literature input for this analysis was to better understand which operational parameters are widely 

considered crucial and important to optimise in a bubble column bioreactor. The specialised literature search for this 

analysis also included a SCOPUS search with the following keywords: (KEY(bioreactor OR reactor) AND KEY(bubble 

column) AND (operation OR operate)) Additionally, the network provides insights on which operating parameters 

have been studied in detail to investigate how sensitive the performance of a bubble column reactor is to a given 

operating parameter. 

 

 

 
Figure 3: Network visualisation of co-occurence and inter-connections between prominent keywords using textual data as input from a Scopus 
search: (KEY(bioreactor OR reactor) AND KEY(bubble column) AND (operation OR operate)). The nodes 'bubble column operation' and ‘slurry 
bubble column reactor’ have been zoomed in.  

 

Two prominent nodes in the network were further analysed, as depicted in Figure 3, within the zoomed in sub-figures. 

The nodes represent studies that have mentioned bubble column operation and slurry bubble column reactor. With 

respect to the bubble column operation node, links were found to exist with superficial gas velocity, superficial liquid 

velocity, gas holdup and downcomer. These links signify four relevant operational parameters of a bubble column, 
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which have been studied and concluded to be crucial with respect to operating bubble columns. Similarly for the 

slurry bubble column reactor node, more operating parameters significant to its operations have been linked. The 

key ones identified were superficial gas velocity, gas holdup, catalyst, catalyst concentration, and solids 

concentration.  

 

Given the intention of increasing the mass transfer within a bubble column through the increase in gas holdup, 

literature studies have also confirmed and complemented the results from the bibliometric network analysis 

visualised and detailed above. Specifically, the following important variables were identified that affect the gas 

holdup, bubble dynamics and flow regime in a bubble column (Deckwer & Schumpe, 1993; Li & Prakash, 1997; Luo 

et al., 1999; Shah et al., 1982):  

 

• Static height and column diameter 

• Pressure 

• Superficial gas velocity 

• Liquid velocity 

• Solids concentration 

• Design of gas distributor 

2.1.3 Influence of key operating parameters on the gas holdup and mass transfer in a bubble column 

reactor 

 

The gas holdup in a bioreactor can be defined as the volume of gas dispersed from the gaseous phase into the liquid 

phase. In the following sub-section, a review of literature was conducted on the specific operating parameters listed 

in Section 2.1.2 above. For each operating parameter, its influence on the gas holdup and mass transfer of a bubble 

column reactor has been discussed.  

 

(a) Static height and column diameter 

 

In Kumar et al. (2012), experiments were performed to measure the effect of the static liquid height  on the overall 

gas holdup for a bubble column. Additionally, pressure drops were measured to calculate the overall gas holdup and 

the experiments were carried out for a 1.0 and 1.8 m static liquid height. It was concluded that for the investigated 

static heights of liquid,  minimal effect on the gas holdup was observed.  Similarly, in the experiments conducted by 

Sasaki et al. (2015), the effect of the initial liquid height on the total gas holdup for an air-water bubble column was 

investigated. The results of this study corroborated the initial findings that the influence of differing liquid heights on 

the gas holdup is minimal, as also can be depicted from the results provided below in Figure 4. It was also concluded 

that the flow regime mainly depended on the superficial gas velocity and the influence of the height is small. 

Furthermore, a correlation was found between the gas holdup at varying liquid heights with the Froude number, 

which is computed by using the superficial gas velocity and the initial liquid height.  
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Figure 4: Results from an experimental study comparing different initial liquid water heights at differing superficial gas velocity. Taken from 
Sasaki et al. (2015). 

 

Daly et al. (1992) studied through experiments the effect of column diameter on the gas holdup. It was observed that 

at a gas velocity greater than 0.08 m/s, the Sauter mean bubble diameter, as defined as the average size or diameter 

of the bubbles in the column, remained unchanged in larger diameter columns. In contrast, for smaller diameter 

columns the Sauter mean bubble diameter increases with increasing gas velocity. This was attributed to the presence 

of larger bubbles. Generally, it was noticed that in smaller diameter columns, the Sauter mean bubble diameters 

were higher. The difference was attributed to the different flow regimes that become prominent for the differing 

column diameters. At the gas velocities investigated, the large diameter columns display a churn-turbulent flow 

regime, which leads to the increase in liquid circulation and turbulence. This results in the formation of smaller bubble 

columns, and thereby, a higher gas holdup. For smaller column diameters, a slug flow regime is witnessed, thereby 

leading to the presence of larger bubbles, and subsequently lower gas holdups. To summarise the influence of static 

liquid height and column diameter, literature shows that an aspect ratio, that is the ratio of height and the diameter 

of column, greater than 5 and a diameter greater than 10-15 cm; the effect of liquid height over gas holdup is 

negligible (Luo et al., 1999; Shah et al., 1982). 

 

(b) Pressure 

 

Literature studies have predominantly concluded that the gas holdup increases with the increase in pressure. At 

higher pressure, higher gas densities is expected which subsequentially leads to lower bubble rise velocities. This 

ensures a larger residence time of the gas bubbles. In the study conducted by Letzel et al. (1999), the difference in 

gas holdup at elevated pressures compared with atmospheric pressure was investigated. The results from the study 

is illustrated in Figure 5. In the study, a 0.15 m diameter bubble column with a height of 1.22 m was used. Nitrogen 

gas was injected using a perforated plate sparger into the liquid phase (water). The pressure of the system was varied 

up to 1.3 MPa. As evident in Figure 5, with the increase in pressure in the bubble column, an increase in gas holdup 

was observed.  

 

In similar published studies, it was concluded that with the increase in pressure, bubble diameter can decrease as 

compared with the size of the bubble initially formed due to the gas distributor openings (Idogawa et al., 1985). 

Furthermore, under normal pressure conditions, a variety of bubble sizes and wider range of diameter distribution 

was observed. Whereas, at higher pressures, a narrower bubble size distribution or more uniform bubble sizes are 

seen (Idogawa et al., 1985). Similarly, in a study conducted by Kang et al. (1999), bubble properties in a 0.058 m 
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diameter and 1.5 m height bubble column was studied under pressure fluctuations, with the highest pressure 

incorporated being 0.5MPa. The results of such a study confirmed that the bubble size and rising velocity does 

decrease with an increase in pressure, with the bubble size distribution becoming narrower. It was also deduced that 

the higher pressure, as a result, leads to a homogenous bubble flow regime even at relatively higher gas velocities.  

 

 
Figure 5: Effect of increasing pressure in a bubble column to the gas holdup. Taken from Letzel et al. (1999) 

 

 

(c) Superficial gas velocity 

 

In general, published studies in literature have shown that increasing the superficial gas velocity leads to an increase 

in the gas holdup (Daly et al., 1992; Krishna et al., 1997; Saxena et al., 1990).  Furthermore, the dependence of the 

gas holdup on the superficial gas velocity has been defined by the following power-law expression (Deckwer, 1991): 

 

𝜀𝑔 = 𝑘 ∗ 𝑈𝑔
𝑛 

 

where 𝜀𝑔 Is the gas holdup (unitless); Ug in m/s is the superficial gas velocity; k is a constant (s/m); n is dependent 

on the flow regime.  

 

Generally, at low superficial gas velocities, bubbles are small and uniform in size (Hyndman et al., 1997). On the other 

hand, at high superficial gas velocities, the coalescence rate of the bubble increases significantly, and therefore, the 

gas-liquid flow becomes heterogenous within the bubble column containing a mixture of small and large bubbles 

(Schumpe &  Grund, 1986). In the experiments conducted by Kumar et al. (2012), the effect of superficial gas velocity 

on gas holdup was also investigated. In Figure 6 below, the results from the experiment have been illustrated where 

it can be seen that there is a sharp increase in the gas holdup, almost linearly, which increased with superficial gas 

velocity. At higher superficial gas velocities, the slope decreases slightly. These two different slopes correspond to 

the homogenous and heterogenous flow regime, respectively.  
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Figure 6: Effect of superficial gas velocity on the gas holdup of a bubble column. Taken from Kumar et al. (2012) 

 

(d) Liquid Velocity 

 

With respect to the liquid velocity, studies conducted showed that the gas holdup decreased with an increase in 

liquid velocity. In the experiments conducted by Hills (1976), the gas holdup was measured in a 15 cm diameter 

bubble column at superficial gas velocities of 0.07 – 3.5 m/s and a liquid velocity of 0.0 – 2.7 m/s. The results of the 

experiment suggested a decrease in the gas holdup with an increase in the liquid velocity. Similarly, Fujie et al. (1979) 

and Friedel et al. (1980), reported a decrease in the gas holdup with an increase in liquid velocity in downflow bubble 

columns of 45 cm and 15 cm internal diameter respectively.  

 

In the experiments conducted in Kumar et al. (2012), varying liquid velocities up to 16.04 cm/s in co-current flow, 

were evaluated for its influence on the gas holdup. Furthermore, the effect of liquid velocity was studied for two 

phase flows as well as three phase flows, under different solid concentration in the slurry. With respect to two phase 

flow, it was observed that the overall gas holdup decreased with increasing liquid velocity, as shown in Figure 7. 

Specifically, the effect of liquid velocity on gas holdup was seen to be less pronounced at low superficial gas velocities. 

With the increase in superficial gas velocities, the gas holdup decreased at a faster rate for change in the liquid 

velocity. Furthermore, co-current flow of both gas and liquid results in an increase of the bubble rise velocity, thereby 

resulting in the bubbles leaving the column faster or a decrease in the residence time of the gas phase. This in turn 

also results in a lower gas holdup.  
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Figure 7: Effect of liquid velocity on the gas holdup for two phase co-current flow. Taken from Kumar et al. (2012) 

 

With respect to the three phase co-current flow, the experiments were performed with different solids concentration 

up to 9% wt/vol. As shown in Figure 8, the solids loading of below 1% results in trends similar to a two-phase flow 

system. While at higher solids loading, such as the results shown in Figure 9 with 9% solids loading, the effect of liquid 

velocity over gas holdup is insignificant. High concentration of solid particles promotes the coalescence of bubbles, 

and thus decreasing the gas holdup. 

 

 

 
Figure 8: Effect of slurry velocity on the gas holdup for three phase co-current flow with a solids concentration of 0.5% wt/vol. Taken from 
Kumar et al. (2012) 
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Figure 9: Effect of slurry velocity on the gas holdup  for a three phase co-current flow with a solids concentration of 9% wt/vol. Taken from 
Kumar et al. (2012). 

 

(e) Solids concentration 

 

The influence of solids concentration has been reported in literature to decrease the gas holdup with increasing solids 

concentration (Fan et al., 1999), as also depicted in Figures 8 and 9 . It was also reported that the presence of solids 

increases the bubble size, resulting in fast bubbles (Su & Heindel, 2003). Moreover, with the reduction in the bubble 

breakup (i.e. increase in bubble size) and an increase in the mixture (liquid-solid) velocity, a decrease in the gas holdup 

was observed (Luo et al., 1997; Tsuchiya et al., 1997). The effect of slurry velocity with varying solids concentration 

on the gas holdup has been discussed in detail in the previous Section.  

 

In the study conducted by Mena et al. (2005), experiments were conducted to study the effect of the presence of 

the solid phase with particle size 2.1 mm and density of 1023 kg/m3 in a batch bubble column reactor with 0.14 m 

diameter. With the addition of the solid, the density and viscosity of the liquid change. Each particle surface creates 

a no-slip condition for the liquid, where the liquid velocity is zero. Therefore, extra velocity gradients are created and 

the viscous dissipation increases, leading to an increase in the viscosity and a decrease in the rise velocity of the 

bubble due to the increase slurry viscosity. Furthermore, with the hydrodynamic forces and the collision of bubbles 

and particles, the speed of the bubble reduces, leading to a reduction in the bubble rise velocity that increases the 

gas holdup. However, in viscous media, bubble coalescence is promoted, thereby resulting in the formation of bigger 

bubbles and the decrease in the overall gas holdup (Kumar et al., 2012). Such an effect is seen to increase with the 

increase in slurry concentration. Given the two competing mechanisms, a maximum in the gas holdup based on solids 

loading was achieved at 3-5% wt/vol (Kumar et al., 2012). In their experimental study, Kumar et al. (2012) used glass 

beads with 35 µm average size as solid particles in a three phase co-current air-water system. As discussed earlier, 

from the same experiment, the liquid velocity was varied and the solids concentration was also varied in two different 

ranges, from 0% to 1% (Figure 9) and from 1% to 9% (Figure 10). For all the liquid velocities, it was observed that the 

gas holdup was either constant or slightly increased up till a solids loading of 5%. Whereas for solids concentration 

above 5%, a depicted in Figure 10,  a substantial decrease in the holdup was seen for solids concentration of 7% and 

9%. In Figure 10, an optimal solids concentration of 0.7% can be concluded for a slurry velocity of 12.26 cm/s, and in 

Figure 11, an optimal solids concentration of 3% was seen for a lower slurry velocity of 6.03 cm/s .  
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Figure 10: Effect of solids loading to the gas hold-up ranging from 0-1% wt/vol. Taken from Kumar et al. (2012) 

 

 
Figure 11: Effect of solids loading to the gas holdup ranging from 1-9% wt/vol. Taken from Kumar et al. (2012) 

 

(f) Design of gas distributor 

 

Over and above the column diameter and the properties of the liquid, the design of a gas distributor directly 

influences the properties of the bubbles injected into a bubble column reactor (Kumar et al., 2012; Luo et al., 1999). 

The design of a gas distributor includes the principle or method that the gas sparger is based on, diameter of the 

sparger holes, distance between the sparger holes  and position of the distributor in the bubble column reactor. As 

a result, the type and design of a gas sparger determine the bubble characteristics which subsequentially leads to 

changes in the gas holdup. More importantly, the type of sparger used determines the bubble size that is observed 

in a bubble column (Kantarci et al., 2005). . In practice, there are many gas sparger types, namely – perforated plat, 

porous plate, membrane, ring type distributors and arm spargers (Kantarci et al., 2005). Literature also suggests that 

the smaller the bubbles, the greater the gas holdup values achieved (Bouaifi et al., 2001). Therefore, gas distributors 

that have smaller hole or orifice diameters tend to result in a higher gas holdup Furthermore, Schumpe & Grund 

(1986) in their experiments used a perforated plate and ring type gas distributor and concluded that the ring type 

distributor leads to a smaller gas holdup. Additionally, it was concluded that perforated plates contributed more to 

small and large bubbles compared to the ring type distributor.  



 

KWR 2021.115 | February 2022  Power to Protein - Fundamentals Hydrogen Transfer 19 

3 Modelling of the Pilot-Scale Bubble Column 

Reactor 

3.1 Literature to Modelling - Key Design and Operating Parameters  

While considering the findings of the literature review on the key design and operating parameters with respect to 

bubble column reactors, a translation was conducted to incorporate the parameters into the modelling activities. 

Given below in Table 1, is a comprehensive overview of the key operating parameters found in literature as well as 

those based on the design and operating conditions of the pilot-scale reactor, operated by Avecom.  

 

3.2 Current Power to Protein Pilot-Scale Bubble Column Reactor 

Currently, Avecom is operating a pilot-scale bubble column reactor to investigate the implementation of the power 

to protein concept. The pilot-scale bubble column reactor is shown in Figure 12. At the bottom of the reactor, a 

sparger plate is installed, where a combination of gases including H2, CO2 and O2, are fed at a specific flowrate. At the 

top of the reactor column, the mass of gas that has not transferred into the liquid is captured and recirculated to the 

bottom of the column at a given recirculation rate. Therefore, a combination of new and recirculated gases are fed 

into the column. The pilot reactor is operated at a specific overpressure and the reactor is run in batch mode with a 

duration between 5-8 days. Currently, continuous operations is also being investigated. The target values of the key 

performance indicators are provided in Table 2 along with the values achieved by the pilot-scale bubble column 

reactor. The detailed design and operational data of the pilot-scale reactor was provided by Avecom and was used in 

the CFD modelling as part of this project, but is subject to confidentiality.  

 

 
Figure 12: Current Power-to-Protein pilot-scale bubble column reactor, operated by Avecom 
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Table 1: Translating literature review findings to modelling activities. Key design and operating parameters have been listed and their inclusion in the model have been stated. Additionally, information has been 
provided on whether a sensitivity analysis was conducted for a specific operating parameter. 
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Table 2: Key performance indicators with target values and performance of the pilot-scale bubble column reactor 

Parameter Target Value Pilot-scale Bubble Column Reactor 

Productivity (g CDW/L. d) 3 – 5 1.74 

Yield (g CDW/ g COD H2-used) 0.2 0.17 

Protein content (%) >65 80 

 

3.3 Knowledge Exchange with Experts – TU Eindhoven 

On 30 August 2021, a knowledge exchange session was organised between the project team KWR Water Research 

Institute and experts from Technical University Eindhoven (TUE) in order to seek their advice on our approach to 

answer the research questions and to seek their recommendations on the optimal reactor type, key operating 

parameters and reactor performance modelling.  

 

The experts were as follows: 

 

• Dr. Ivo Roghair, Assistant Professor, Chemical Process Intensification, Department of Chemical Engineering 

and Chemistry. 

• Dr. Maike Baltussen, Assistant Professor, Multi-scale Modelling of Multi-phase Flows, Department of 

Chemical Engineering and Chemistry. 

 

The knowledge exchange proved to be a very valuable session where the experts from TUE expressed their interest 

in the work being conducted and are eager to learn on the outcomes of the project. The key takeaways from the 

discussion are listed below: 

 

• The experts believed that the use of bubble column reactors is suitable for the application of ensuring higher 

mass-transfer and biosynthesis of single-cell protein. This provided further validation from academics in this 

field of research as already concluded from the Literature Review.  

• The methodology used for the CFD modelling was deemed scientifically sound and the experts were in 

agreement with the process. They mentioned that the design and operating parameters affecting mass 

transfer of hydrogen, such as height, pressure and bubble size, are important to model. Further details on 

the methodology of the model development and simulations can be found in Section 3.4 below.  

• The experts commented on the need for additional data through sensor deployment to further validation 

the CFD model. For example, bubble size is very important for gas holdup and mass-transfer of gases. 

Therefore, there is a need to collect data on such key parameters using cutting edge sensor and probe 

technologies available in the market.  

• The experts posed an open-ended question regarding the output of the model. They suggested exploring 

modelling the protein production directly, instead of the bacteria concentration in the slurry. They 

themselves have never done that and are willing to explore this together if there is a next phase of the 

modelling exercise. 

• Based on the experts’ interest in the project and on the future outcomes, there is scope for collaboration to 

further investigate more fundamental questions with a goal to solve complex operational challenges faced 

in the current or subsequent pilot-scale studies. 

3.4 Methodology and Development of the CFD Model  

The methodology of the power-to-protein CFD model is described below. The model was developed in COMSOL 

Multiphysics 5.6.0.280 (COMSOL).  
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3.4.1 Physics 

• Multiphase flow: the study of multiphase flows can be done at several scales. The physical scales may range 

from micrometres up to metres. Resolving all length scales is computationally impossible. For larger scale 

systems (like the bubble column we consider), it is not possible to track individual bubbles and study the 

gas-liquid interface. The presence of the gas and liquid phases are therefore modelled as volume fractions 

(dispersed multiphase flows, where the interfacial effects between bubble and liquid are treated as sources). 

The most inexpensive (with respect to calculation time) dispersed multiphase flow model is the bubbly flow 

model. In this model, the gas phase is the dispersed phase and the relative bubble velocity is described with 

an equation that balances the drag and pressure gradient. For the drag coefficient, a model for small 

spherical bubbles (Hadamard (1911); Rybczynski (1911)) was used. Also, the momentum balance is defined 

for the continuous phase. This approach is valid if gas hold-up remains small (<10%). In our system the gas 

hold-up is around 10%. The momentum balance is solved by the Navier-Stokes equations, where the 

turbulence closure is done by means of a standard k-ε turbulence model, which is an industry standard for 

CFD. 

 

• Transport and reaction of (dissolved) hydrogen and bacteria. The mass transfer from hydrogen gas to the 

water phase (mgl [g/s]) is calculated by means of the two-film theory as follows: 

 

𝑚𝑔𝑙 = 𝑘(𝑐∗ − 𝑐).𝑀. 𝑎 

 

Where  k is the mass transfer coefficient (m/s) from gas to water, M the molecular weight, a the surface 

area of the bubbles (calculated by the model) and c* is calculated from Henry’s law, where 𝑐∗ =
𝑝∗

𝐻
, 

where p* is the partial pressure (as the molar concentration ratio of hydrogen in the gas is only about 

11%) and H is Henry’s coefficient. The partial pressure is calculated by the reference pressure plus the 

actual pressure calculated in the model divided by the molar mass ratio of hydrogen. The mass transfer 

is used as a source term in the transport modelling for dissolved hydrogen. 

 

The dissolved hydrogen (S) and bacteria (X) are transported by means of advection and diffusion. Reaction 

(bacterial  growth) is modelled by a logistic growth model with Monod kinetics (Xu, 2020):  

 
𝑑𝑋

𝑑𝑡
= 𝜇𝑋 

 
𝑑𝑆

𝑑𝑡
= −𝜇

𝑋

𝑌𝑋𝑆
 

 

𝜇 = 𝜇𝑚𝑎𝑥 (1 −
𝑋

𝑋𝑚𝑎𝑥

) (
𝑆

𝐾𝑆 + 𝑆
) 

where 𝜇𝑚𝑎𝑥  is the maximum growth rate (1/s), Xmax the maximum concentration of the bacteria, and Ks the 

saturation constant. The rates dX/dt and dS/dt are added as sources and sinks in the transport modelling in 

COMSOL. 

 

The combined gases that are fed to the reactor consists of hydrogen, oxygen and carbon dioxide at a specific operated 

ratio. Accounting for the molar mass of hydrogen (2 g/mol), oxygen (32 g/mol) and CO2 (44 g/mol), the molar mass 

ratio is 11.5% for hydrogen. Using these mass ratios, the gas density is equal to 0.507 g/L.  

 

An overview of the various relevant constants used in the CFD model for the power-to-protein bioreactor is shown 

below in Table 3. 
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Table 3: 3 Overview of constants used in the modelling for the Avecom pilot installation 

Constants Value* 

Bubble diameter 1 [mm] 

Reference pressure 1.3 [bar] 

Molecular weight of hydrogen 2 [g/mol] 

Density of inlet gas 0.507 [kg/m3] 

Mass transfer coefficient 6.7E-4 m/s 

Henry’s coefficient for H2 1320 L.atm/mol 

Diffusion coefficient for H2 5.1E-9 m2/s 

Monod constant 1 mol/m3 

Yield hydrogen to bacteria (Yxs) 3.2 g-bact/mol H2 

Maximum growth rate bacteria 3.472E-4 1/s 

Maximum bacteria concentration 8 [mol/L] 

Initial bacteria concentration  0.1 [g/L] 

*The values for the constants were taken from various sources in literature.  

 

The molecular weight of a bacteria is set to 1 g/mol, this was needed as the model works with molar concentrations, 

but it does not have influence on the model results when calculating back to g/L. The maximum growth rate is 

calculated from a measured number of 3 g/L/day [given by Avecom, more details can be found in Matassa et al. 

(2016)], divided by the initial bacteria concentration to get the maximum growth rate per second (s). The initial 

bacteria concentration was 0.1 g/L. 

 

The mass transfer coefficient (kL in [m/s]) is calculated from Yang et al. (2000): 

 

𝑘𝐿 = 154.6
𝐷𝐻2

𝑑𝑏
. 𝐸𝑢0.0052. 𝑅𝑒0.076. 𝑆𝑐−0.133𝜋𝑟2  

 

Where DH2 is the diffusivity of hydrogen in water (5.1 E-9 at 25 C), db the bubble size diameter, Eu the Euler 

number (𝐸𝑢 =
𝑃

𝜌𝐿𝑑𝑏𝑣
2, where v is the bubble rise velocity (estimated at about 0.4 m/s)), Re the Reynolds number 

(𝑅𝑒 =
𝑑𝑏𝑣

𝜂
, where 𝜂 is the kinematic viscosity of water (1E-6 m2/s)) and Sc the Schmidt number (𝑆𝑐 =

𝐷𝐻2

𝜂
). 

3.4.2 Domain/mesh 

The reference system consists of a cylinder with the dimensions as present in the pilot bubble column reactor. The 

geometry is schematised as a 2D axisymmetric system. The middle axis acted as a symmetry line, so that half of the 

geometry could be considered (that could be revolved around the central axis). A rectangular mesh with a mesh size 

of 0.5cmx0.5cm was used. Close to the side walls, 8 rectangular boundary layers were used to refine the mesh. The 

complete mesh consists of 19532 domain elements and 1104 boundary elements. A schematic diagram of the system 

and the mesh is shown in Figure 13. 
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Figure 13 Geometry of the bubble column (axisymmetric system on the left) and rectangular mesh (on the right). Note that the axis are not 

equidistant to allow for a better visualization. 
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The gas inlet consists of a sparger with small holes (see Figure 14). The gas inlet was modelled in two different ways: 
 

• Modelling the separate holes, however, the holes in the model could not be made as small as in the sparger, 

because the local gas hold-up became too high and the model became unstable. 

• Modelling a uniform inlet, here it is assumed that after some distance the bubbles are uniformly distributed 

over the cross-section. This will reduce computational times as the flow behaviour close the holes becomes 

less dynamic. 

 

 
Figure 14: Photograph of the sparger in the bubble column 

 
 

3.4.3 Boundary conditions 

The inlet gas mass density (gmf, kg/m2/s) is calculated from the inlet gas flow (m3/h) divided by the gas inlet surface 

area to obtain the gas inlet velocity (vg, m/s) multiplied with the density of the gas (ρg, kg/m3). The number density 

flux (N, 1/m2/s) is calculated from the gas inlet velocity divided by the volume of a bubble (Vb):  

𝑔𝑚𝑓 = 𝑣𝑔𝜌𝑔, 

𝑁 =
𝑣𝑔

𝑉𝑏
. 

The boundary conditions are given in Table 4. 

 
Table 4: 4 Boundary conditions used in the CFD model 

Boundary Gas Water Transport (dissolved 

hydrogen, bacteria) 

Inlet Gas flux: gas mass density 

and number density flux 

Velocity inlet, depending on 

batch (0 m/s) or flow through 

Concentration of zero 

Side walls No gas flux No slip No flux 

Top Gas outlet Zero pressure Zero flux 
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3.4.4 Initial conditions 

Flow fields and gas hold-up were set to zero in the initial condition. The pressure was set equal to static pressure 

distribution over the height. The (dissolved) hydrogen concentration was set to zero and the initial bacteria 

concentration was set to 0.1 mol/L. 

 

3.4.5 Simulation time 

The bacterial growth is a process that occurs over a number of days. Therefore, the simulation time was set to 7 days 

to try to get a suitable representation of the growth process occurring in the bioreactor. A period of 7 days was 

chosen as it is in the order of magnitude for the time scale at which maximum growth occurs.  

3.4.6 Assumptions  

In summary, the most important assumptions in the model are: 

• The bubble size remains constant over the height of the system, meaning there is no coalescence or break-

up of bubbles. 

• Concentration of hydrogen in the bubbles remains constant during the bubble rise. This seems to be a 

reasonable assumption: in practise, 720 L/h fresh gas is added to the total gas flow of 19000 L/h, so the loss 

if hydrogen is about 3%. 

• The inlet of bubbles is modelled as a uniform inlet over the surface of the sparger. The individual holes in 

the sparger plate are not modelled in detail (refer to the Proof-of-principle in Section 3.5.1 below).  

• For the two-phase system, a bubbly flow interface was used, which means that no separate phase for gas 

and interface tracking of the bubbles is modelled, but the gas phase is considered as a dispersed phase (see 

Section 3.4). 

• The column is not modelled as a full 3D system, but as a 2D axisymmetric system. 

 

These assumptions were needed to obtain an acceptable computational time for a simulation time of 7 days. 

3.5 Results  

3.5.1 Proof-of-principle 

As a proof-of-principle, a model was developed with a uniform inlet of gas at the bottom and a model for a gas 

distributor with representative holes size (non-uniform inlet)). The velocity fields, gas volume fractions and dissolved 

hydrogen concentrations are shown for both models in Figure 15 and Figure 16. The simulations were done for a 

short simulation time of 60s, so there is no substantial bacterial growth during that short period of time. The velocity 

fields and gas volume fractions look different using a uniform and non-uniform inlet. The non-uniform inlet shows a 

more dynamic behaviour, especially at the bottom 50 cm of the reactor. However, the gas volume fractions and 

dissolved hydrogen concentrations closer to the top become more uniform. A comparison of the models for two gas 

flow rates using a uniform inlet and a non-uniform inlet at two different gas flow rates is shown in Table 5 and Table 

6 respectively (the maximum gas flow rate of 19 m3/h and a lower gas flow rate of 14.4 m3/h is applied for better 

convergence of the model). Gas hold-up, mass transfer, dissolved hydrogen concentration and bacterial growth (over 

a short time) are very similar between both systems. As computational times for the uniform inlet system are much 

smaller compared to the non-uniform inlet (due to the non-uniform hydraulics at the bottom, smaller steps need to 

be taken by the numerical solver, resulting in much longer calculation times), and results are very similar, the uniform 

inlet was chosen to model the longer simulation times required for bacterial growth. 
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Figure 15: Water velocity, gas volume fraction and dissolved H2 concentrations for a proof-of-principle simulation after 60s using a uniform 
inlet of gas bubbles (total gas flow of 14.4 m3/h). 

 

 

 
 
Figure 16: Water velocity, gas volume fraction and dissolved H2 concentrations for a proof-of-principle simulation after 60s using a non-uniform 
inlet of gas bubbles (total gas flow of 14.4 m3/h). 
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Table 5: 5 Comparison between uniform and non-uniform inlet at a total gas flow rate of 14.4 m3/h  
Uniform Holes 

Gas hold-up (average) ~8.2% ~7.9% 

Mass transfer gas → liquid 8.8
E-5

 kg/s 8.5
E-5

 kg/s 

Dissolved H2 Concentration: at 
top 

8.5
E-2 

mol/m3 8.0
E-2

 mol/m3 

Bacterial growth (after 50s) at 
top 

0.253 mol/m3 0.248 mol/m3 

 

 
Table 6: 6 Comparison between uniform and non-uniform inlet at a total gas flow rate of 19 m3/h  

Uniform Holes 

Gas hold-up (average) ~10.0% ~9.6% 

Mass transfer gas → liquid 9.3
E-5

 kg/s 9.0
E-5

 kg/s 

Dissolved H2 Concentration: at 
top 

11.5
E-2 

mol/m3 10.9
E-2

 mol/m3 

Bacterial growth (after 50s) at 
top 

0.334 mol/m3  0.332 mol/m3 

3.5.2 Calibration and Validation 

 

Only a small amount of measurements were available for calibration and validation of the CFD model as the pilot 

bioreactor does not have the necessary instrumentation and online sensors to measure some of the required key 

operating parameters. However, for the bacterial growth model, biokinetic parameters derived from batch and pilot 

experiments at Avecom were used (see Table 3). The Monod constants were fitted in such a way that the maximum 

bacterial growth was reached in ~3 days, which was close to the measured values in the pilot reactor.  

 

For validation purposes, the hydrodynamic and biokinetic models could be distinguished. Ideally, the validation of 

the hydrodynamic modelling is done by measurements of bubble size and dissolved hydrogen concentration. For the 

time being, only a very straightforward comparison between gas holdup could be made. Both in the model and 

measurements, the gas holdup was around 8-10% (depending on gas flow rate).  

3.5.3 Sensitivity Analysis 

 

A sensitivity analysis was conducted on key operational parameters of interest to further understand the impacts of 

varying these key parameters on the bacterial growth . This sensitivity analysis was conducted by varying one 

parameter while the others remain the same as in the reference situation. For the reference situation the following 

parameter values were used: 

• Bubble diameter of 1mm 

• Mass transfer coefficient of 6.6E-4 m/s 

• Reference pressure of 1.3 bar 

• Reactor height and diameter: 2.79m and 0.305m 
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(a) Mass transfer coefficient 

The bacterial growth over the 7 days of simulation is shown in Figure 17. As shown in the graph below with the red 

line, a higher mass transfer coefficient (kH = 1E-3 m/s) yields a faster bacterial growth compared with the yield 

obtained with the reference mass transfer coefficient value of 6.7E-4. But moving from a mass transfer coefficient of 

6.7E-4 to 1E-3 the increase in bacterial growth is limited. 
 

 
Figure 17: Bacterial growth as a function of time for different mass transfer coefficients. 

 

(b) Bubble size 

Small variations in bubble size already have an effect in bacterial growth (see Figure 18). Larger variations in bubble 

sizes could not be tested, as the numerical model became unstable. Nevertheless, the simulation results suggest that 

further decreasing the bubble size could further increase the bacterial growth.  

 

 
Figure 18: Bacterial growth as a function of time for different bubble sizes. 
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Also, a first model test was made on an evolving bubble size over the depth. This was implemented by setting the 

bubble size as a linear function of height. Again, only small changes in bubble size could be modelled. Figure 19 shows 

a simulation if the bubble size increases from 1mm up to 1.25 mm at the top (yellow line) compared to the situation 

where the bubble size remained at a constant value of 1mm (grey line). Similar as in the variation of bubble size, the 

bacterial growth decreases if the bubble size increases over the height of the reactor. 
 

 
Figure 19: Bacterial growth as a function of time for different bubble size increase over the height of the reactor (Db_top is the bubble size at 
the top of the reactor) 

. 

(c) (Over)Pressure 

The pressure in the reactor is an important factor for bacterial growth (Figure 2020). A higher pressure means a 

higher driving force for mass transfer of gas to water (Henry’s law), and therefore a higher dissolved hydrogen 

concentration, which increases bacterial growth. It can be seen that the yield is about 3 times faster when the 

pressure is increased from 1.3 to 5 bars. However, a remark should be made that the model does not take into 

account the loss of hydrogen gas in the bubble when the bubble rises. For the reference situation, a calculation was 

made that this loss is small (about 3%, see Section 3.4.6), however this will be higher at higher pressures. 
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Figure 20: Bacterial growth as a function of time for different pressures of the system. 

 

(d) Height of reactor 

The height of the reactor has a small effect on bacterial growth (Figure 21). A higher reactor results in a slightly better 

bacterial growth, which is mainly caused by increase of hydraulic pressure. 

 

 
Figure 21: Bacterial growth as a function of time for different heights of the reactor. 

 

(e) Aspect ratio (with same volume) 

The aspect ratio (defined as height over radius of the reactor, while keeping the volume at the same value as the 

reference reactor) is an important factor. A slimmer reactor (higher AR) means a higher bacterial growth (see Figure 

22). An optimum is reached at AR of 18 and higher. The AR of the current system is ~18, which is at the region of AR 

values that increasing AR does not lead to better bacterial growth. 
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Figure 22: Bacterial growth as a function of time for different aspect ratios of the reactor. 

3.6 Fundamental Insights Gained 

From the modelling exercise and sensitivity analysis, it was deduced that the most important parameters to improve 

reactor performance are bubble size, pressure and aspect ratio. According to the model calculations, the aspect ratio 

is already close to the optimal value at the current reactor design, whereas increasing pressure and decreasing bubble 

size could lead to a better reactor performance. The modelling results and the sensitivity analysis shone light onto 

the key parameters that need to be considered and further optimised to improve the performance of the process. 

The preliminary stage of model development and simulations has offered key insights into the power-to-protein 

process in a bubble column bioreactor. Obtaining additional operating and monitoring data from the current pilot 

plant or a scale-up plant will assist in optimising the above key parameters both by improving the bioreactor design 

and operation as well as further calibrating and validating the CFD model developed. 
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4 Conclusions and Recommendations 

In this study, the aim was to gain fundamental insights into the mass transfer of hydrogen in bioreactors in order to 

promote the biosynthesis of single-cell protein. More specifically, a literature review together with consultation with 

experts in the operation of bubble column reactors related to enhancing the mass transfer of hydrogen were 

conducted. Furthermore, a CFD model using the simulation software COMSOL, was developed and calibrated using 

the available data to adequately represent the pilot-scale bioreactor that is currently being operated by Avecom to 

further understand and test the power-to-protein concept. 

 

The following conclusions can be made from the outcome of the above scope of the study. 

 

• The bubble column or slurry bubble column reactors are  preferred reactor configurations to achieve a high 

performance of gas-to-liquid mass transfer. Furthermore, specific to the mass transfer of hydrogen, bubble 

column reactors are more suitable.  

 

• Consultations with experts in this field also confirm the above conclusion that the bubble column reactor 

provides the best and right configuration for the power to protein concept.  

 

• These deductions provide additional confidence to Avecom and the project partners on the pilot scale 

bubble column reactor currently in operation.  

 

• Key design and operating parameters have been identified from the literature and expert consultations for 

the development of the CFD model to simulate the performance of the bubble column reactor. 

 

• From the modelling exercise and sensitivity analysis, it was concluded that the most important parameters 

to improve reactor performance are bubble size, pressure and aspect ratio. The aspect ratio is already close 

to the optimal value (~18) in the model, whereas increasing pressure and decreasing bubble size (<0.9mm) 

could lead to a better reactor performance. For instance, increasing the pressure from 1.3bar to 5 bars gives 

a yield 3 times faster.   

 

• The preliminary stage of model development and simulations has offered key insights into the power-to-

protein process in a bubble column bioreactor. Obtaining additional operating and monitoring data from 

the current pilot plant or a scale-up plant will assist in optimising the above key parameters both by 

improving the bioreactor design and operation as well as further calibrating and validating the CFD model 

developed. 

 

This study has provided very encouraging outcomes that should provide additional confidence for a scale-up of the 

power to protein current pilot plant. Based on the results from the model simulations and the conclusions derived, 

it is recommended to investigate and optimise the key parameters should there be a next phase of the project. For 

instance, understanding the optimal yield with respect to cost and safety considerations related to increasing reactor 

pressure and decreasing the bubble size would be important to determine the best economically feasible and viable 

options to operate the reactor at its optimum protein yield. These key parameters should be considered and closely 

monitored if a scale-up bubble column reactor is to be considered. Additionally, the current model can be further 

improved by obtaining the necessary operational data. A suitable network of online sensors to monitor the key 

parameters and transition to a smarter system would be another next step towards providing sufficient data to 

further validate, calibrate and fine-tune the model and increase its prediction accuracy. 
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